
EQUIPMENT 
RENTAL SERVICES



Our T&ME experts can help you choose the

best way to acquire, implement and manage

your Test Equipment needs. T&ME rental and

leasing programs are designed for value-

conscious companies looking to avoid the

costs of owning, repairing, and calibrating their

test and measurement equipment.

We have the latest state-of-the-art test &

measurement equipment from well-recognized

manufactures to carry out all your

measurement and testing activities. We offer

Short Term Rental and Long Term Rental &

Leasing.

About Us:



ZJA Series High -

Vacuum Transformer 

oil filtration machine 

Å ZJA Series Double-Stage High-Vacuum 

Transformer oil filtration machine (10,000 L/H)

Å ZJ Series Vacuum Air-Pump Set Vacuum Machine 

(2000 m3/H)

Å Oil storage tanker (32,000 litters capacity)



Megger OTS80PB

Meggerôsautomatic portable oil test sets perform

accurate breakdown voltage tests on mineral, ester and

silicon insulating liquids. Molded test vessels give

repeatable results in the field and laboratory with lock in

precision electrode gap setting adjustment wheels. The

transparent, shielded lid is a key feature enabling users

to see what is happening within the test chamber.

OIL breakdown voltage Tester



Megger TRAX 280, 

TDX120, TCX200 & 

TSX300

TRAX is a multi-functional solution for transformer

testing. It also adds several common substation

testing functionalities, and ultimately replaces

numerous individual testing devices. Compared to

conventional single-functionality instruments, TRAX

saves time and is more cost effective.

Standard transformer software package, 

800A AC output



Megger DELTA 4310

DELTA4000 series is a fully automatic 12 kV

insulation power factor / dissipation factor (tan delta)

test set designed for condition assessment of

electrical insulation in high voltage apparatus such as

transformers, bushings, circuit breakers, cables,

lightning arresters, and rotating machinery.

Insulation Power Factor Tester



Megger TTR330

The TTR300 Series of three-phase transformer turns

ratio test sets are designed to measure the turns

ratio of power, instrument, and distribution

transformers in a substation or manufacturing

environment. A rugged and robust design makes

these instruments well suited for use in a variety of

harsh environments. Our leads are specially

designed to provide the necessary flexibility needed

in cold weather.

3-Phase Transformer Turns Ratio 

Test Set



Megger MTO330

The MTO 300 series delivers full eight-terminal/six-

winding resistance measurement capability. It is

designed to save time for the user by testing all

normal 6 windings without having to disconnect and

reconnect leads during testing.

TRANSFORMER OHMMETER



Megger IDAX300

IDAX300 and IDAX350 provide an accurate and

reliable condition assessment of insulation in

transformers, bushings, generators and cables. The

IDAX system maximizes the outcome of maintenance

activities allowing for load and service life

optimization. The IDAX350 has a built-in computer but

can also be used with an external computer.

Insulation Diagnostic Analyzer



Megger FRAX101

The FRAX series of sweep frequency response

analyzers (SFRA) detects potential mechanical and

electrical problems that other methods are unable to

detect.

Sweep Frequency Response 

Analyzer



Omicron CPC 100

The CPC 100 is the ideal test set for substation

asset commissioning and maintenance.

Electrical tests on power transformers, current

transformers, voltage transformers, rotating

machines, grounding systems, lines and cables, and

circuit breakers can be performed with the CPC 100.

CPC 100 primary injection test system replaces

several individual testing devices. This reduces the

costs for training and transport, and cuts down

testing time. The CPC 100 is the base for multiple

accessories. These facilitate further applications,

such as power/dissipation factor measurements, as

well as line and ground impedance measurements

Primary Injection Test System



Omicron Tan Delta

CPC 100 ( CP TD 1)

The CP TD1 accessory is used in combination with

TESTRANO 600, CPC 100 or CPC 80 toper form power

dissipation factor and capacitance measurements. It

enables you to perform power/dissipation factor and

capacitance measurements from 15 Hz to 400 Hz.

The CP TD1 includes a high-voltage source, reference

capacitor and measurement electronics. It can generate

output voltages up to 12 kV, currents up to 300 mA and

achieves laboratory precision, even in environments

with strong interferences.



Omicron Switch Box 

(CP SB1)

The CP SB1 is an accessory for the CPC100 and

simplifies measurement of three-phase power

transformers.

The transformer ratio and winding resistance are

automatically measured in all three phases (in

sequence) in all tap changer positions. The

measurement results are recorded by the CPC 100

and can be analyzed with the accompanying software

package.



Megger MRCT

The Megger MRCT is used to perform

demagnetization, ratio, saturation, winding

resistance, polarity, phase deviation, and insulation

tests on current transformers. The MRCT

automatically calculates ratio errors, saturation

curves, and knee points. The MRCT provides a

microprocessor-controlled variable voltage and

current output and precision instrumentation for

automatically testing single and multi-ratio CTs,

reducing testing time and increasing productivity.

The MRCT will directly connect to multi ratio CTôs

and perform all tests ïsaturation, ratio and polarity,

winding resistance and insulation ïon all taps with

the push of a button and without changing leads.

CT & VT Tester



Omicron CT analyzer

The CT Analyzer automatically determines all relevant

current transformer values and compares the results

with the selected standard. The device evaluates the

current transformer as per the IEC, IEEE or

national/self-defined standards within seconds with

the push of a button.

It facilitates fast and economical on-site testing and

calibration of metering and protection current

transformers. Manufacturers of current transformers,

high-voltage transformers and switchgear also use the

CT Analyzer for tests during development and

production.



Megger FREJA 300

The Megger FREJA 300 relay testing system is a

computer-aided relay testing and simulation system.

The weight of FREJA 300 is only 15 kg. The rugged

hardware design is built for field use over a wide

temperature range, with the possibilities of intelligent

software to perform rapid testing.

The very accurate (typically 0.01%) low level

analogue inputs are designed for transducer

measurements. The high level inputs can be used as

a normal volt- and ammeter. FREJA 300 can generate

4 x 150 V (82 VA) and 3 x 15 A (87 VA) or 1 x 45 A

(250 VA).

Relay Testing System & Simulation 

System



Megger FREJ546

FREJA546 is a multipurpose, light and portable

relay test set. The unit can be operated either

manually using the built-in touch-screen interface

running FREJA Local, or placed under full computer

control via the FREJA Win Software.

Relay Testing System



Megger SMRT410

The SMRT410 provides a complete multi-phase test

system for commissioning of protection systems.

With up to 4 voltage channels a 6 high currents, the

SMRT410 meets every testing need. The SMRT410

VIGEN modules also provide high power in BOTH

the voltage and current channels to test virtually all

types of protective relays.

Relay Tester (For Electromechanical,

Solid -state and Micro Processer Based

Relays)




